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A. ACCIDENT

Location: Pittsburg, California
Date: October 25, 2016
Aircraft: Beechcraft A-36 'Bonanza’, N364RM, Serial # E-2957

NTSB IIC: Michael Huhn

B. SUMMARY

On October 25, 2016, about 1220 Pacific daylight time, a Textron Aviation (Beechcraft) A36
Bonanza, N364RM, was destroyed when it impacted powerlines and terrain in a steep descent
shortly after departure from Buchanan Field Airport (CCR), Concord, California. The private
pilot/owner and the certificated flight instructor (CFI) received fatal injuries. The personal flight
was conducted under the provisions of Title 14 Code of Federal Regulations Part 91. Visual
meteorological conditions prevailed.

The airplane struck two high tension powerlines and then the ground. The powerlines were
oriented approximately perpendicular to the flight path, and were struck about 300 feet prior to
the ground impact point. About 50 fracture-separated sections of the airplane, consisting
primarily of empennage and right wing fragments, were scattered below the powerlines, and in
the field between the powerlines and the impact site. A post impact fire consumed most of the
airplane at the impact site.

The maintenance records were discovered to have been on the airplane for the accident flight.
They were ejected clear of the airplane at impact, and were not consumed in the post-impact fire.
C. AIRWORTHINESS DIRECTIVES

The Airworthiness Directives (AD) compliance records for the year of, or the year prior to, the

accident were not located. The table below lists the most current data located. The records did
not appear to be complete, for undetermined reasons.

Element Date Figures Records Status
Airframe 5/6/06 1-5 Complete
Engine 5/6/06 6-7 Nearly complete
5/7/07 9-10 Appears complete
Propeller 5/6/06 8 Complete
5/7/07 10 Appears complete
Multiple 5/17/07 11 Possibly incomplete
7/20/11 12 Possibly incomplete




Figure 1 - AD Compliance May 2006




Figure 2 - AD Compliance May 2006




Figure 3 - AD Compliance May 2006




Figure 4 - AD Compliance May 2006



Figure 5 - AD Compliance May 2006




Figure 6 - AD Compliance May 2006




Figure 7 - AD Compliance May 2006




Figure 8 - AD Compliance May 2006




Figure 9 - AD Compliance May 2007




Figure 10 - AD Compliance May 2007
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Figure 11 - AD Compliance May 2007
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Figure 12 - AD Compliance July 2011




SELECTED AIRFRAME MAINTENANCE RECORDS

2011 annual

Figure 13 - Annual 2011
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Figure 14 - Annual 2012
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Figure 15 - Annual 2014
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Figure 16 - August 2014 Maintenance

Figure 17 - Annual 215
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Figure 18 - Most Recent Annual

19



Figure 19 - Most Recent Weight and Balance
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E. SELECTED ENGINE MAINTENANCE RECORDS

Figure 20 - 2013 Engine Overhaul
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B

Figure 21 - Overhauled Engine Installation
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Figure 22 - August 2014 Engine Maintenance

Figure 23 - April 2015 100 Hr/Annual
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F. SELECTED PROPELLER MAINTENANCE RECORDS

Figure 25 - August 2014 Maintenance
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Figure 26 - April 2015 100 Hr/Annual

Figure 27 - Most Recent 100 Hr/Annual
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G. MOST RECENT AVIONICS UPGRADE RECORDS

Form. od Elsctronic Tracking Number
OMEB Na, 2120-0020
us Coparmens MAJOR REPAIR AND ALTERATION R TITTTT
e (Airframe, Powerplant, Propeller, or Appliance)
Auministration
INSTRUCTIONS: Print or type all entries. See Tilte 14 CFR §43.9, Part 43 Appendix B, and AC 43.9-1 (or subsequent revision theraof) for
instructions and disposition of this form. This report is required by law (49 U.S.C. §44701), Failure to report can result in a civil penalty for each
such violation. (48 U. 8. C. §46301(a))
Mationality and Registration Mark Serial No,
N364RM E-2957
1. Alreraft . 8
Maka Madel Series
BEECH A3&
Mame (As shown on regisfration cedificate) HAddre shown o regisiration cedificale
ACCRETION LIC. “
2, Owner PORTLAND, OR
97219
3. For FAA Use Only
4. Type 5. Unit Identification
Repair | Alteration Unit Make Model Serlal No.
D AIRFRAME (As described in Item 1 above) T
D D POWERPLANT
E] D PROPELLER
Type
[::I D o i Manifaciinar
6. Conformity Statement
A. Agency's Name and Address B. Kind of Agency ;
Airtronics U. S. Certified Machanic | Manufacturer
| Foreign Certified Mechanic C. Certificate No.
Martell, CA X | Certified Repair Station RE# TH3IRBETL
95642-9521 USA “Certified Maintenance Organization | B1, R2, R3, LIMITED INST
D. | cedify that the repair and/or alteration made io the unit(s) identified in item 5 above and described on the reverse or attachments hereto
have been made in accordance with the requiremerits of Par 43 of the U, 8. Federal Aviation Regulations and that the information
furnished herein is true and correct to the best of my knewledge, -
Extended range fusi Signature/Date of Authorized Individu, JAMES D LEWIS
per 14 GFR Part 43 [:]
A, B 20-Dctober-2016
7. Approval for Return wo swiviee
Pursuant te the authority given persons specified below, the unit identified in item 5 was inspected In the manner prescribed by the
Administrator of the Federal Aviation Administration and is Approved [C] Rejected
rm_ FiL. r‘ahnuws Manuraciurer Malnisnance Organization Eemnump;a_»?ﬂ by D:rnﬁah
: Other (Speciy)
By FAMR Designes X | Rapair Station Ingpection Authanzation v
Certificate or . Signatura/Date of Authorized Individusl JAMES D LEWIS
20-0Octobar-2016

Figure 28 - FAA Form
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| 'NOTICE
| Weight and baiance or operating limitation changes shall be entered in the appropriate aircraft record. An alferation must be
i compatible with all previous aiterations fo assure continued conformity with the applicable airworthiness requirements.

8. Description of Work Accomplished
(I more space is required, altach additional sheets, [dentffy with aircraft nationalily and registrafion mark and date wark completed,)

osa N3I64RM Hr Oct-20-2016
Mationality and Registration Mark Date

REMOVED:
{GNS430 #1 NAV/ICOMIGPS, GNS530 GPS/NAV/COM.

HINSTALLED:

'1) A GARMIN GTN750, COM/NAVAWAAS {AS NAVICOM#1) AT STA# 53, (1AW) IN ACCORDANCE WITH STC SAD2019SE-D AND
APPROVED (IM) INSTALLATION MANUAL, DOCUMENT #190-01007-A3 REVS APRIL 2013 . THE GTN750 IS INTEGRATED WITH
INSTALLATIONS 2 AND 3 LISTED HEREIN, EXISTING KCS55 SYSTEM, GDL69A XM WX RECEIVER, AND AUTOPILOT IAW THE
APPROVED INSTALLATION MANUAL(S). THE GTN UTILIZES THE EXISTING GA35 WAAS ANTENNA 1AW M.

| 2) GARMIN GTNGE0 AS #2 COM/NAVIGPS (CROSS SIDE NAVIGATOR) 1AW STC SA02019SE-D. THE GTNG50 IS INTERFACED WITH
| EXISTING GI106A CDI, GDLBSA XM WX RECEIVER, AND INSTALLATION ITEM 1 AND 3 LISTED HEREIN. THE GTN UTILIZES EXISTING
| GA35 WAAS ANTENNA LAW IM. -

THE GTN UNITS 1 AND 2 ARE MOUNTED IN THE AVIONICS PANEL USING THE BEECH FACTORY MOUNTS FOR AVIONICS AT STA#53,
AND IS LOCATED IN THE PILOTS PANEL IN THE FIELD OF VIEW REQUIREMENTS AS LISTED IN THE APPROVED INSTALLATION
MANUAL.

THE FAA AFMS DOC # 190-01007-A2 REV3 AND ICA DOC #180-01007-A1 REVE , THE ICA DOCUMENT #180-01007-A1 4 Dec 2012, GTN
PILOT'S GUIDE (190-01004-03) Rev. B, Mar, 2011 , PILOT'S QUICK REFERENCE GUIDE (190-01004-04) Rev. C, Mar, 2011 HAVE BEEN
PROVIDED, AND ARE REQUIRED WITH THIS NSTALLATION.

3) GARMIN GTX345R (REMOTE) TRANSPONDER / ADSE TRANSCEIVER IAW (IN ACCORDANCE WITH) STC SAD1714WI, THE GTX34515
| INTERFACED WITH NEW ACK30 ENCODER, EXISTING AUDIO PANEL, AND GTN NAVIGATORS UNIT DESCRIBED ABOVE IAW THE
MANUFACTURER'S ACCEPTED INSTALLATION MANUAL M.

THE GTX24ER IS MOUNTED ON THE AFT FACTORY AVIONICS SHELF AT STA #2068, AND INTERFACED WITH THE EXISTING WIDE
BAND TRANSPONDER ANTENNA. THE ANTENNA WAS FOUND TO MEET THE REQUIREMENTS IN THE IM.

THE SYSTEM WAS GROUND TESTED TESTED IAW REQUIREMENTS OF FAR 91.413, 81,227, AND FOUND TO MEET THE
REQUIREMENTS OF APPLICABLE PORTIONS OF PART 43 AND 14 CFR 91.227,

THE FAA AFMS DOC # 150-00734-15, REVZ MARCH 2016, ICA DOC #100-00734-11 REV3 MARCH 2016, AND PILOTS GUIDE DOC#
180-01498-00 REV A MARCH 2016 , HAVE BEEN PROVIDED, AND ARE REQUIRED WITH THIS INSTALLATION.

THE ABOVE INSTALLATION{S) HAVE BEEN GROUND AND FLIGHT TESTED TQ VERIFY PROPER OPERATION IAW THE APPROVED
INSTALLATION MANUALS, AND NO INTERFERENCE EXISTS WITH ANY INSTALLED SYSTEMS OR EQUIPMENT.

AN ELECTRICAL LOAD ANALYSIS IAW AC43.13-1B chp 11, SEC 3 HAS BEEN PERFORMED FOR THE DESCRIBED INSTALLATIONS.

DURING REQUIRED INSPECTIONS, INSPECT THESE INSTALLATIONS |AW 14 CFR PART 43, APPENDIX D, PARA (b)(2),(c)(1).(T) AND
{i)(1) THROUGH (4).

AREVISED AIRCRAFT AIRCRAFT WEIGHT AND BALANCE REPORT HAS BEEN PROVIDED.

et

N THING POLLOWS ey

[[] ADDITIONAL SHEETS ARE ATTACHED
Figure 29 - FAA Form 337 Back
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